
•  Lengths from
2’-0” to 30’-0”
(panel lengths
over 15’-0”
require a center
stiffening bead)

•  Also available in
vented
aluminum

•  12” panel width

•  Concealed
fasteners
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FP-12 SOFFITFP-12 SOFFITFP-12 SOFFITFP-12 SOFFITFP-12 SOFFIT THIS FLUSH PANEL OFFERS THE FINISHING TOUCH

FOR BUILDING SOFFITS.

 rovides an attractive, architectural appearance for buildings, entrances,

covered walkways or anywhere a smooth finish is required.
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VP’S FLUSH PANEL SOFFITS OFFER A DECORATIVE TREATMENT FOR
WALKWAYS AND ENTRANCES

FP-12 SOFFITFP-12 SOFFITFP-12 SOFFITFP-12 SOFFITFP-12 SOFFIT
FFFFFP-12 a concealed-fastener panel, offers a high quality and

low maintenance option for providing a smooth, flush
appearance on your building.  Manufactured to install easily,
the FP-12 panel incorporates a hidden fastener attachment
and advanced side joint design.  The panel can be installed
over open framing and offers superior wind disengagement
resistance performance.  Also, the 7/8” profile depth of panel
allows for field application of sealant, if required for the
installation.

These 12” wide panels are available in lengths from 2’ to
30’.  FP-12 can be rolled in a selection of profile appearances
including:

· Smooth face (12” flat — limited to applications less
 than 15’)
· One stiffening bead (6”/6”)
· Two stiffening beads (4”/4”/4”)
Besides giving the FP-12 panels a high-tech appearance,

the grooved “stiffening beads” optimize the panel
performance in applications with panel lengths 15’-0 or
greater.

FP-12 is available in standard 24 gauge or optional 22
gauge; PVDF finish and offered in 15 Architectural panel
colors. FP-12 is also available in a .032 aluminum in Cool
Regal White or Cool Parchment in either vented or unvented.
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••••• Choose solid steel or
vented aluminum

••••• Concealed fasteners

••••• Flush in appearance

••••• 12” wide coverage with
lengths from 2’-0” to
30’-0” (Note: panel
lengths over 15’-0”
require a center
stiffening bead)

NOTE: ALL PANELS FORMED FROM LIGHT GAUGE METAL MAY EXHIBIT
WAVINESS, ALSO KNOWN AS “OIL CANNING,” COMMONLY OCCURRING
IN, BUT NOT RESTRICTED TO, FLAT PORTIONS OF A PANEL.  THIS
INHERENT CHARACTERISTIC IS NOT A DEFECT OF MATERIAL OR
MANUFACTURING AND IS NOT CAUSE FOR REJECTION.
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